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Heynsturf supports D.I.Y installations – Below is an installation recipe to get you going.
1. Assess how much grass you will need. See point 2 under HOW TO BUY OUR PRODUCT.  Mark off the area to be measured – a garden hose or a piece of string will show how the grass will lie.

2. Note: We supply rolls in  width: 4 meters 
3. Remove the grass. Ensure all the grass has been removed and use a weed killer to make sure. 
4. In the mean time unroll the synthetic grass to let it settle and to remove wrinkles.
5. You should compact the ground, using a vibrating plate which can be hired at an equipment hire centre. 

6. Apply a geo-textile weed barrier to the base. 

7. Lay the sub base. We use a mixture of crusher dust and 13mm stone, compacted.  Between 25mm and 100mm should be enough. 
8. Spread and compact the sub base. Ideally use the vibrating plate mentioned in point 5. 

9. Wet the sub base material slightly so that it becomes easy to smooth it with a plaster truffle. Remove all loose lying stones. Ideally there should be a very slight slope on the base to assist in drainage. 

10. Lay the artificial grass on top of the sand and leave for about an hour or until creases settle. This is if you have not yet unrolled the grass as in point 4.   

11. Cut and trim your artificial grass, using a sharp Stanley Knife. 

12. Make the joins using the correct type of seaming tape and glue - only quality outdoor tape and glue should be used. We recommend you purchase this from us when placing your order. 

13. Apply the infill as specified, for sand infill products. Typically a dry silica sand mix will be used. Rake (use a rubber rake) and spread the infill evenly, taking care not to over fill the surface. Note: Application of sand is best on a dry day. Remember that the infill will eventually compact so you should consider adding a final layer when settled. 

14. Apply any natural stone, paving or log roll edgings you've selected. If you've chosen not to use edgings, then apply landscaping nails every 50mm or so. 

15.  We do not accept any liability for the DIY installations based on the installation process. Any claim against non performance of turf due to the installation process will not be honoured. For best results and peace of mind have your grass installed by the professionals.
GOOD LUCK WITH YOUR INSTALLATION

